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Für jeden Anwendungsfall den richtigen 
Bandsägeautomaten.

HS 280 GZA: Zum automatischen Sägen von kleinen 
Durchmesserbereichen, universelle Anwendung durch die 
Gehrungseinrichtung, hydraulischer Materialvorschub

HS 260 ZA: Robuster Automat mit hydraulischen Material-
vorschub und kurzen Reststück

HS 310 A: Durch den sehr zuverlässigen Rollenvorschub 
ein sehr preisgünstiger Sägeautomat

SA 320 ZA: 2-Säulenführung  Eine echte Produktionsma-
schine mit kurzem Reststück und durchgehender Material-
auflage

SA 430 ST: 2-Säulenführung Für große und lange Bündel 
eine robuste und kräftiger Produktionsautomat

For every use the right  Fully autic Band Saw

HS 280 GZA: For fully automatic cuts of smaller 
materials,universally with the mitre device, hydraulic 
materialfeed

HS 260 ZA: Sturdy automatic Band Saw with hydraulic 
materialfeed and a short restpiece.

HS 310 A: By the use of a very reliable rollerfeed system a 
very wellpriced automatic machine

SA 320 ZA: Two column. A real production machine with a 
short restpiece and continious material support

SA 430 ST: Two column. For long and heavy bundles a 
sturdy and strong automatic bandsaw

SA 320 ZA
90° Rund/round	 320 mm
90° Flach/flat	 320x320 mm
Sägeband/sawband	 4150x34x1,1 mm

 - Bandsägeautomaten
 - Fully automatic Band Saws
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HS 260 ZA
90° Rund/round	 260 mm
90° Flach/flat	 320x240 mm
Sägeband/sawband	 3900x27x0,9 mm

HS 280 GZA
90° Rund/round	 280 mm
90° Flach/flat	 300x230 mm
45° Flach/flat	 220x230 mm
30° Flach/flat	 130x170 mm
Sägeband/sawband	 3000x27x0,9 mm

SA 430 ST
90° Rund/round	 430 mm
90° Flach/flat	 430x430 mm
Sägeband/sawband	 5200x34x1,1 mm

HS 310 A
90° Rund/round	 300 mm
90° Flach/flat	 320x220 mm
Sägeband/sawband	 3660x27x0,9 mm


