TLG-352-SA

350 @ PRECISION CUTTING- OFF MITRE SAW MACHINE

SPECIFICATIONS

Motor 2hp/1,5kw
Diameter max. blade saw 350 mm

Saw speed 3000 rpm
Diameter of shaft 32 mm

Max. Cutting height 125 mm
Height of working table 970 mm
Dimensions 870x710x1435 mm
Weight 180 kg
Cutting capacity O 90° 125 mm
Cutting capacity O 45° 105 mm
Cutting capacity O 90° 110 mm
Cutting capacity O 45° 85 mm
Cutting capacity - 90° 175x75 mm
Cutting capacity - 45° 100x80 mm
Average air consume / cycle 21
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CHARACTERISTICS

Precision mitre rising blade cutting-off machine
3500 Tungsten carbide (TCT) blade saw included
Manual lift of saw

452 /902 /- 452 Lockable degrees, and intermediate
angles

Pneumatic vertical clamps included

Horizontal Clamps Kit (optional)

Air-oil cooling.

MOVABLE BACK TURRET TO ALLOW LARGER CUTTING
DIMENSIONS ( 130mm)

AUTOMATIC VERTICAL CLAMPING

AUTOMATIC LUBRICATION

MANUAL LIFT OF SAW

HORIZONTAL CLAMP OPTION
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ANGLE POSITION LCD DISPLAY OPTION




